2,

CONCRETE COLLAR

TRACER WIRE LEAD

PUMPER CONNECTION TO FACE STREET

FIRE HYDRANT

2" TRACER
WIRE LEAD

2" MIN. EXPOSURE—
PROVIDE EXTENSION
" \j{c WHERE NECESSARY

42" APPROXIMATE
BURY DEPTH

CAST IRON VALVE
BOX WITH COVE

13"MIN.

~——3 1/2' BARREL(MIN.)

13"MIN. |

I

7 _CUBIC FEET OF

l\(?l:] BEND 7 l #57 STONE
6”8 DIP [6"¢ CQE)O
OR C900 PVC PVC PIPE
TRACER WIRE
MEGALUG® RESTRAINED JOINT (TYR.)
TRACER WIRE
NOTES:
1.ALL JOINTS FROM MAIN TO
HYDRANT SHALL BE RESTRAINED.
MAIN TEE
2.PROTECT BOLTS AND THREADS
FROM CONCRETE.
3. IN UNPAVED AREAS SET
CONCRETE COLLAR 1” ABOVE THE
FINISHED GROUND. IN PAVED AREAS
SET THE CONCRETE COLLAR FLUSH
WITH THE EXISTING PAVEMENT.
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STANDARD ‘g\ W DATED: SEP 2013
CONSTRUCTION \ 00 PLATE NUMBER:
DETAILS WATER RESOURCES AND PUBLIC WORKS BUREAU W37
Planning & Engineering




